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first predominant, gradually fell into great disuse. The 
acanthus leaf often gives place to a richer ornament, and 
the upper moulding reaches even to the border of the 
corona. At last the deterioration reached even to the 
forms of the volutes. This perverted taste even goes so 
far as to invert the double spiral so that the smaller 
volute takes the place of the other. In the raking 
cornice the dentil -band is cut obliquely according to 
the angle of the pediment, while the consoles are hori- 
zontal. 

Besides these applications of the volute Console we 
find among the Komans another, which is unquestionably 
peculiar to them, the keystone console of an arch, which 
certainly was never so used by the Greeks. This Console 
is similar to those supporting door cornices, only that 
the back is broader and diminished in proportion to the 
voussoirs, and the lower acanthus leaf is horizontal and 
generally carries a small figure. 

Another application of the Console as a support to 
a balcony, is, like the balcony itself, of Koman invention. 



The volume of it is larger, as it is not only very wide 
but also particularly high. Fig. 5, shows a beautiful speci- 
men of such a one, in which we notice as especially 
successful the design of the connecting curve of the 
vigorous volutes which show great breadth of design, 
suggesting the great weight to be supported by them. 
The two swans correspond to the above mentioned figure" 
of the keystone console. In the later Koman period still 
more upright consoles support the pillars of corbelled-out 
galleries. In the same period are found also consoles 
of baked clay and brick work. Drawings from Pompeii 
prove the existence even of Consoles of bronze. In the 
interiors of ancient houses we meet with Consoles of 
stucco and painted imitations, which are not mere copies 
of the ordinary forms, but display extraordinarily free 
and fantastic shapes to which in such a case there can 
be no objection. 

(To be continued.) 



Specimens of Ornamentation, 




No. 1. 



No. 1. Ornament of Antique Vase, in the Pinacothek Collection, Munich. 
White, brown and buff ornament on black ground; head white and buif. 
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No. 2. 



No. 3. 



Nos. 2 and 3. From Segovia. Details of Romanesque Columns from Porch of San Lorenzo. 



The Workshop. 1870. 
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No. 6. 



Nos. 4—6. Modem. Ornaments for the Decoration of Porcelain. Messrs. F. Fischbach and E. Wahliss, Vienna. 
No. 7. Modern. Ornament surmounting upper part of doors, pier glasses, etc. 
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No. 8. 



No. 8. Diaper Pattern for Tapestry or Wall Decoration. M. Winckler, Metz. 
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No. 9. 



No. 10. 



Nos. 9 and 10. Tomb designed by W. Burges, Esq. Archt., London. 
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The Workshop. 1870. 



39 



154 



!^ 



d 




e^ 




H- > 




oo 


t^ 




o 


y 




CO 


to 






OQ 




t3 







B 




oq 




y 






^ 


!?r 


ci- 




P 


c 


00 


^ 


tzj 


g 


O 


^ 


H-* 


!3:J 


O 


W 


rn 


9. 


r> 


P 


^ 


Cr' 


U 


^ 






g 


C+- 


<T> 




a 


^ 




O 




t3- 




C+- 




- 




r/3 




e^ 




tf 




O 






3 
o 




155 




156 




No. 16. 



No. .16. Music Stool. Designed and manufactured by the Renaissance company for the promotion of Wood Carving. Berlin. 

Messrs. L. and S. Loevinson, and R. Kemnitz. 
Details Nos. 3 and 4 of Supplement. 
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No. 17. 



No. 17. Details of Ceiling Cornice, Frieze and Wall Decoration for a Drawing-room, by Mr. Th. Wendler, Berlin. 



The Workshop. 1870. 
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No. 18. 



No. 19. 





No. 20. 




Nos. 21 and 22. 




No. 23. 




No. 24. 



Nos. 18—24. Set of Jewels mounted in chased gold with pearls and amethysts, enriched with green, red and black enamel. 

From designs of Mr. Ad. Seder, Munich. 
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No. 25. 



No. 25. Design for a Carved Clock-case in stained Oak by Mr. Jos. Durm, Archt., Carlsruhe. Hatched part of dial plate blue, relieved 

by black ciphers on v^hite ground; gilt fillets of framework, ivory balusters. 




No. 26. 
No. 26. "Wrought Iron Balcony Railing, manufactured by Mr. Ed. Puis, Berlin. 



Variou s. 



Incombustible Timber. 



In the Neues Jahrbueh fur Pharmacie, Mr. Reinsch states 
that, having been requested to report to a fire insurance company 
about the best means of preventing timber bursting into flame, 
he experimented with various salts , and at last came to the con- 
clusion as the result of his experiments, that impregnating timber 
with a concentrated solution of rock-salt is as good , if not better, 
a preservative against its bursting into flame as water-glass (sili- 
cate of soda), while the price of the former salt is, of course, only 
a mere trifle; moreover, rock-salt thus applied to timber is a pre- 
servative against dry rot and noxious insects. The author recom- 
mends the use of salt water, that is to say, a solution of rock-salt 
of moderate strength for the use of fire-engines during a fire as 
by far more effective than water ; but in order that the salt should 
not injure the working parts of the engines, they will immediately 
afterwards have to be played with fresh water again. 



Chinese Gold-Lacquer. 

The gold-lacquer lining of a Chinese cabinet in the Museum 
at Cassel pealed off, and thus gave Dr. Wiederhold the opportunity 
of studying the composition of this substance. On examining it 
he found particles of tinfoil attached to the lacquer, so he comes 
to the conclusion that this material formed the ground upon which 
the lacquer varnish was laid. His attempts to imitate the varnish 
were perfectly successful, and he gives the following directions 
for the preparation of a composition which closely resembles the 
true Chinese article. First of all, two parts of copal and one of 
shellac are to be melted together to form a perfectly fluid mixture, 
then two parts of good boiled oil, made hot, are to be added; 
the vessel is then to be removed from the fire, and ten parts of 
oil of turpentine of gum gutta for yellow, and dragon's blood for 
red are to be mixed in sufficient quantity to give the shades 
desired. 



Green Wood. 



A new method for drying green wood in a very short time, 
it is said, consists in boiling it for some hours in water and leav- 
ing it then to cool, by which the soluble substances are removed. 
It is then boiled in an aqueous solution of borax, by which the 
insoluble albumen of the wood is rendered soluble, and escapes 
from the pores. The wood is then placed in drying - chambers, 
heated by steam , and allowed to remain three days. Wood thus 
treated is described as being more compact than it would be by 
ten years of ordinary exposure ; as not shrinking, or warping, and 
as being secure against decay; on account of its greater density 
more easily polished, and better fitted for articles of furniture and 
musical instruments. 



A New Gate. 



A novel invention in the shape of a self-acting gate has been 
introduced, the construction of which is simple and ingenious. 
In driving up to the entrance the carriage-wheel passes over an 
iron, so connected by an underground rod with the hinges of the 
gate, that the latch end is elevated, and the top so inclined that 
the gate swings open by its own weight. The carriage in passing 
runs over a second wheel-iron, which causes the gate to close and 
securely latch. The movement is attended with no delay. 

TJie Builder, 



Iridium Black. 

According to a recent author, iridium, as used in coloring 
glass and porcelain, gives a tint of such intense blackness, that 
if charcoal does not make a white mark upon it, all other blacks 
appear brown by the side of it. 



